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Measuring and control systems for steam and condensate technology



Foreword - Product Philosophy

You have decided on a high quality IGEMA-GmbH product and we thank you for your trust

in us.

Measurement and control systems have been developed, produced and distributed
worldwide for over 90 years under the IGRMS trademark. True to the motto “Steam is our
passion”, we offer you a complete programme for the safe and economical operation of
your plant, in particular in the steam and condensate sector. We take care of both the
modernization of steam boilers that are equipped with mature mechanical technology and
of new systems that are operated with innovative, future-orientated electronic solutions. So
that your product too can be reliably operated, please read these assembly and operating
instructions carefully.

In addition to the information on assembly and operation, you will also find important tips
on maintenance, care and safety and the value retention of your measurement and control

system.
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1. Important Safety Instructions

KEEP THESE ASSEMBLY AND OPERATING INSTRUCTIONS IN A SAFE PLACE!!

It is assumed that the person charged with commissioning the system and with maintenance and repair work is
fully conversant with measurement and control systems. Untrained persons must not be charged with this work.
IGEMA GmbH accepts no liability for property damage or personal injury caused by unqualified persons or non-

compliance with these assembly and operating instructions.

1.1 Symbols used

In the following assembly and operating instructions, safety instructions are marked with the following symbols:

This symbol and signal word refers to a potentially
hazardous situation which could result in death or

&

injuries if ignored.
Danger

This symbol and signal word indicates live parts with

an immediate danger of death from electric shock.

>

Caution electric voltage

This symbol and signal word refers to a potentially

hazardous situation where extremely severe burns

P>

and scalds may be suffered over the whole body.
Caution hot

This symbol and signal word refers to a potentially
hazardous situation which could result in personal

>

injury, property and environmental damage if

Caution ignored.

This symbol and signal word refers to a potentially
hazardous situation which could result in damage to

Caution the equipment if ignored.

This symbol refers to useful information and
recommendations and to measures extending the

=

value retention of your measurement and control
Info

system.




1.2 General health and safety instructions

Avoidance of danger for persons and property
@ 1 Adhere to the standards for prevention of accidents and to the plant specific safety regulations.

11 Only use unit for intended purpose.

Danger

11 No additional mountings and modifications on the unit without our approval.

1 Read and observe installation and operating instructions.

Application limits
1 Only use this unit according to these operating instructions and to the parameters agreed upon in the delivery

contract (see identification plate) including the agreed operating conditions.

Avoidance of danger and damages

1 Distribute these mounting and operating instructions to appropriate department “arrival of goods, works
transport, mounting, commissioning and maintenance”.

1 When passing the unit to a third party, these mounting and operating instructions must be enclosed in the
national language of this third party.

1 Avoid shocks and impacts during transport, which could damage the unit.

1 In case of intermediate storage take care for a dry and appropriate place where the unit cannot be damaged.

1.3 Unit-specific safety instructions

1 The fitting is under pressure during operation! If flange connections, screw plugs or stuffing
@ boxes are unfixed, hot water and steam will escape.

1 Carry out assembly and maintenance works only if plant is completely pressureless.
1 The fitting is hot during operation! Severe burns on hands and arms are possible. Wait until the

Danger

unit has cooled before carrying out assembly and maintenance works!

1 Wait until the unit has cooled. In case of opening and disassembling the unit, residual medium can escape.
Further evaporation is also possible on pressureless plant.

1 Severe burns and scaldings on the whole body are possible!

1 Sharp-edged interior parts can cause cutting damages on the hands! Always wear work gloves when
exchanging packing, valve seat and valve cone!

1 Weitere Informationen gibt es im Internet auf der Seite www.lgema.de oder im dazugehorigen Datenblatt
D-03-B-37444-De-00.

1.4 Exclusion of liability

The IGEMA GmbH Mess- und Regelsysteme does not accept liability when a/m regulations, instructions and
warning indications are not observed and adhered to.
The operator is responsible for modifications on a unit of IGEMA (if they are not explicitly specified in the

mounting and operating instructions).


http://www.igema.de/




